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RUPTURES.-By Royal Letters Patent. 


WHITE'S MOC-MAIN LEVER TRUSS 
Is allowed by: of fiye.bundred 


Medical Men to the most effective invention in the 
chrative treatment of HERNIA. The use of à Steel 
soring, so hurtful in its effect, is here avoided, a soft 
bandage being worn round ‘the body, while the 
requisite resisting power is supplied b the MOC- 
MAIN PAD and PATENT LEVER, Sitting with so 
much ease and closeness that it cannot be detected, 
and may be worn during sleep A descriptive Cir- 
cular may be had, and the Truss (which cannot fail to 
ft) turwurded by st, on the circumference of the 

body, two inches below the hips, being sent to the 


Mapufacturer, | 
MR» JOHN WEHITS, 
208, PICCADILLY, W. 


Duss ofa single Truss, x65, 215., 26s. 6d, 315. 6d., postage 
free. Doubie russ, 315. 6d. ,«426.,; and 6d.; postage free. 
Umbilical Truss, 42s. and 526. 6d., postage free. 

Orders to be made payable to JOHN Post- 
office, Piccadilly. 


NEW PATENT 


ELASTIC STOCKINGS, KNEE-CAPS, &t. 


Wor Varicose Veins, and all cases of Weakness and Swelling of 


the. Legs, Sprains, &c. They are porous, : light in texture, and 
inéxpensive, aud are drawn on like an ordinary stocking. . Price 
from 4s. 6d; , 108., to 168. each, postage free. 


rHEST EXPANDING BRACES, FOR 
BOTH SEXES. 


For Gentlemen they act as a substitute for the ordinary braces. 
For Children they are imvaluable, they prevent stooping and 
reserve the Symmetry of the Chest. 
for Children, and 10/6, Adults, 15/6 and 21/- each. 
> JOHN WHITH, anufacturer, 228, Piccadilly, London. 


Chemical, Electrical, and Scientific Begot, 
131, Walworth Road, London, 8.3. 
K. AKHURST & Co. 


Supply every déscription of Batteries complete. 
Porous Cells, Carbons, Zincs, and Fittings at trade 
prices. Galvanic, Photographic, and Chemical Ap- 
paratus, Electric Bells, &c., &c., on very advantageous 
terms. . Those hayifig.second-hand apparatus for 
ag should communicate with Messrs, Akhurst 
& Co., who will undertake the sale of such apparatus 
on commission, ar d will.also advise in the Purchase, 
Sale, Exchange, or Hire of the same. 
Chemicals for Electrical and Photographic pur- 
ses cheaper than“any other house in the trade, 
for complete list of which inclose one Stamp. 


Selphuric, x4. 1b, by Carboy (sp: gr. r'8s0), ad. Ib. by Winch 


rt | | 
Acide Nitric (sp. gr. x°360), 94, tb. Ditto (sp. gr: 1420); 8d. Ib. 
te Potass, b. 
Phtacaium. 15: Ditto for Gold, 7s, Ib. 
A’coriate (Sal Ammoniac), &d.'}b. 


 Masiganese Dio (gramular for Batteries), 5d. Ib. 
Ditto, Th,, 205. cwt. 
Methy Spirit” 60 op. 45. 6d. gallon 
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THE PATENT 


HAND-PRINTING ROLLERS 


Are used for the instantaneous. Printing.on Paper, Boxes, 

Sacks. &c., and on all Materials for Addresses, Trade 

Marks, Notices, &c., and ae found invaluable to.all in 
| trade. 


No: x Roller with Band 240. wide by ¢ im long, 228. 64> 


2 3 im. 6d. 
3 ae in. 3? 8 im, 255. od. 
4 5 In- [LE] rO in. 4258. od 


© The size of thé Type for each Band is fegulated by the matter 
uired to beprinted. + 
ff Monograms, Trade Marks, Coats of Arms, Ovals, GC; are 
used, the dies will be charged for extra, unless accompanying the 


er. 
The Roller is so simple that'achild-cah use 
Black Ink, 1s. per bottle (specially pre }, Can be obtained at 
the Office, or from appointed Agents. Colouring and Marking Inks 
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DA ang a little Inkion any plain surface, and well saturate the small 
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TO INVENTORS. 


ESSRS. BREWER & JENSEN, British, Foreign, 
and Colonial Patent Agents, give yy personal attention 


to all matters entrusted to them. Office for Patents, 33, Chancery 
Lane, W.C. Established 1844. 


PATENTS FOR INVENTIONS. 


OBERTSON, Broman, & Co., (established 5° 
years) continue to obtain Patents for Inventions. Pamphlet, 
166, Fleet et, 


containing special advice, gratis or by post. 
London. : 


H. M. Capner, Manufacturer of Electrical- 


Galvanic and Philosophical Aopen of every description.— 
20, Northampton Square, Clerkenwell, E.C. 


(;REVILLE’S AUSTRALIAN TELEGRAM 


Company. London offices, 9A, New Broad Street, City, E.C. 
AUSTRALIAN OFFICES : 

Melbourne —Greville’s Exchange, Collins’ Street. 

Sydney—Greville’s Commercial Room, George Street. 

Adelaide— South Australia. | 

Brisbane —Queensland. 

This Company recefves and despatches nn for any part of 
Australia at the lowest rates. For particulars apply to the Managing 
Director, at the above address, 94, New Broad Street, London, E.C. 


'TELEGRAMS.—The Oriental and American 


Telegram Company (Limited), 140, Leadenhall Street, having 
from the rst December, 1876, taken over the business of Flamant’s 
North American Agency, are now prepared to receive and despatch 
Messages to NORTH AMERICA, South America, India, China, 
Australia, &c. Registered Clients effect a considerable saving 
through this Company. No charge made for Registration. (See 
Tariffs.) Messages for all parts are received at the Offices of the 
Company, 140, Leadenhall Street, E.C., and forwarded with the 
utmost despatch. Otto Rocus, Managing Director. 


BLOCK TELEGRAPHS AND ELECTRIC 


INTERLOCKING SIGNALS. 
TYER & COMPANY 


Respectfully invite the attention of Railway Directors, Managers, 
and Engineers to their important improvements in ‘“ Block’ 
Telegraphs, especially to their new system (Patent 1874 in con- 
on cum with Messrs. SAXBY & FARMER), inspected and improved 

Captain TYLER, on behalf of the Board of Trade. Bythe use 


of this appliance, a signalman who receives a telegraphic indication 


of a line blocked from the signalman in advance, cannot possibly 
ve a contrary signal upon the outside semaphore to the engine- 
river, 

“Such is the latest development of railway signalling, which is 
worthy of careful attention, constituting, as it does, a marked 
advance upon the ordinary block system.”—7he 7imes. 

Office and Works—4, OLD STREET, GOSWELL Roap, LONDON. 


GEORGE BOOR & CO. 


Merchants and Chemical Agents, 


55, BISHOPSGATE STREET Without, 
AND 112, ARTILLERY LANE, CITY. 
Specialties : Phosphorus, Chlorate of Potash, Sulphate of Copper, 
Sal Ammoniac, Acids of all kinds, Pyrotechnic Chemicals of every 

description, (uality—pure only, at the lowest cash prices. 


PHOTOGRAPHY 
(RariD Dry Process), 


Previous Knowledge not 
No Chemicals required in the Field. 
Tourist’s Pocket Camera and Slides, 
for Plates, 5 by 4, Lens, Patent Fold- 
ing Stand, Chemical Laboratory, and 
every requisite. Price complete 
%9 9s. od. Full particulars an 
instructions, free by Post, or Practical 
Lessons free on the Premises. Sensi- 
tive Plates, 5s. 6d. per doz. ; 

The above set of Apparatus is re- 
commended to the particular attention of Engineers, Explorers, 
and Tourists, who would finda knowledge of practical Photography 
easy to acquire and of great practical utility. 


WRATTEN & WAINWRIGHT, 


FACTURER 


38, GREAT QUEEN STREET, LONDON, W.C. 


HENSON, 
MINERALOGIST, &c, 
142, Strand, London. 


N View, for a short time, a Matchless Grou 
of roo PTYCHODUS TEETH, found in the great chalk shi 
near Dover. Alsc, Collections of choice MINERALS, ROCKS, 
and FOSSILS, illustrating the best systematic and Geological 
Works ; in Mahogany Cases, from ros. up to £10. 
Catalogues sent on application. 


(;EOLOGY.—Elementary Collections, to illus- 


trate the new edition of Lyell’s ‘Students’ Elements of 
Geology,” and facilitate the important study of this science, can 
be had at 2, 5, 10, 20, 50, to 1,000 guineas. Also sin le Specimens 
of Rocks, Minerals, Fossils, and recent Shells. Geological Maps, 
Hammers, all the recent publications, &c., of J. TENNANT, Miner- 
alogist to her Majesty, 149, Strand, London. : 
Practical instruction is pre in Geology and Mineralogy by Pro- 
fessor TENNANT, F.R.G.S., at his residence, 149, Strand, W.C. 


Messrs. H.-A. HARBOROW & H. SPAGNOLETTI, 


ELECTRIC TELEGRAPH ENGINEERS, 
CONTRACTORS AND MANUFACTURERS, 


4, Circus Street, Marylebone, W. 


Makers of Block Instruments, Single and Double Needle Instru- 
ments, Coils for same with Induced Needles, Lines constructed 
and maintained. Batteries of every description. Electric Bells, 
Indicators, Thief and Fire Alarms for private houses. banks, hotels, 
warehouses, &c., &c. Lightning Conductors. All kinds of Electrical 
Mining Apparatus. H. and H, S. drawattention to their Bells, &c., 
especially adapted for mines. Models made. Experiments carried 
out.—4, Circus Street, Marylebone, London, W. 


TELEGRAPH CONTRACTORS (Home or 

Foreign) can be supplied with every description of Cabinet 
Work, at WM. M. FOXCROFT’S TELEGRAPH CASE MANU- 
FACTORY, 54, Compton STREET, CLERKENWELL,_E.C, 
and Double Needle Instrument Cases, Disc Cases, Morse Boards, 
and Bell Cases always in Stock. Teak Cases for Station Clocks 
made to order. Tenders given. 


4 
| 
| AND 
vam 
| 
| 
| 
4 | 
| 


iv THE TELEGRAPHIC JOURNAL. [May 1, 1877. 


Nearly ready, in one large volume, 8vo, containing upwards of goo pages, and about 600 Cuts and Diagrams, price 18s. 


ELECTRICITY AND THE ELECTRIC TELEGRAPH, 


BY GEORGE B. PRESCOTT, 


Containing among many other special features, a full history and description of the Duplex and Quadruplex systems, the 

' Telephonic and Electro-Harmonic systems, Printing Telegraph Instruments of all kinds, the Automatic Telegraph 

systems, Pneumatic Tube, and the Discoveries, Inventions, and Applications of Electricity and the Telegraphic Art brought 
down to the rst of January, 1877. 


LONDON: E. & Fr, N. SPON, 48, CHARING CROSS. 


EXCHANGE TELEGRAPH COMPANY, 


{ Incorporated 1872, 
Under the Companies Acts, and a special licence from Her Majesty's Postmaster-General.) 


Capital £225,000. 
HEAD OFFICES, 17 AND 18, CORNHILL, LONDON, E.C. 


This Company is now establishing branch offices or call stations throughout the metropolis and suburbs for the due 


administration of its 
TELEGRAPHIC CALL SYSTEM, 


by the aid of which subscribers may be enabled at any hour of the 


DAY OR NIGHT 


TO CALL A 


MESSENGER, CAB, OR POLICEMAN, 


AND GIVE THE 


ALARM OF FIRE, 


while many other ‘‘ Calls’ indicating the wants of a private house, chambers, office, or place of business of any kind may 
be atranged for, al! such being made in the same uniform manner by the pressure of a button on a small automatic 
instrument, placed as most convenient, and telegraphically connected with the nearest ‘‘ Call Station’’ of the Company, 
which in no case will be distant from the subscriber more than a quarter of a mile or three minutes’ time ; these instruments 
occupy but a few inches of space, are not liabie to get out of order, require no local batteries or winding up, and no know- 


ledge whatever of telegraphy to work them. 

CALL STATIONS 
will be established wherever a demand for them may arise ; they will be provided with a permanent staff of operators and 
messengers, whose duty it will be to receive and attend to ‘“ Calls.” A policeman will be found there, and an expert with 
a hand-pump or extincteur ready to act on the first alarm of fire, and each station will be in telegraphic communication 


with the nearest | 
POLICE AND FIRE BRIGADE STATIONS, 


thus enhancing the public value of the system by the increased security which will be rendered to life and property. 
The system has been in operation in the United States for some years past, having been initiated and established by 
the American District Telegraph Company to meet a great public want, and where its practical advantages have become 


so fully recognised and appreciated that it is being rapidly adopted throughout the States ; in New York, where it originated, 
and some thousands of instruments are at work, it is considered indispensable as 


THE HOME TELEGRAPH. : 


A PROTECTION TO LIFE AND PROPERTY, A CONVENIENCE IN DOMESTIC LIFE, AND AN 
ADJUNCT TO BUSINESS. R 


DAY SERVICES, 


chiefly for the purpose of utilising the Messenger Service, will be established in business localities. 


TERMS For A SINGLE INSTRUMENT : 
Day and Night Service... ... 5 Guineas per annum. Day Service 
Extra Instruments at a reduction, 


Instruments placed and connected with the nearest Call Station of the Company, and kept in working order free of all 
charge to subscribers. 


Messengers, when employed, Sixpence to Eightpence per hour. 
Automatic Fire and Burglar Alarms fitted in conjunction with the Call System. 


For further particulars apply to the SECRETARY at the above address. 


ose ... 4 Guineas per annum. 
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BATTERIES VERSUS MAGNETO-ELECTRIC 
CURRENT MACHINES. 


Tue relative values of batteries and magneto- 
electric current machines for telegraphic and manu- 
facturing purposes is a question which has excited 
considerable difference of opinion in the electrical 
world. 

The word “ battery,” although it does not convey 
a definite idea to the unscientific mind, nevertheless 
is well understood by electricians and telegraphists 
to signify an arrangement for generating electricity 
by means of chemical action, whilst the expression 
“magneto-electric machine” is understood to re- 
present the idea of an apparatus for generating 
electricity by mechanical force. 

As regards the telegraph system, so long as the 


employment of the telegraph was limited, and the. 


number of instruments in an office was conse- 


quently also limited, the annual cost of mainten- 


ance of batteries formed but a comparatively small 
item in the general working expenses of the estab- 
lishment; but, at the present time, when the 
number of instruments at head offices may be 
numbered almost by hundreds, the substitution of 
mechanical for chemical power becomes a question 
which may not be passed over without considera- 
tion. | | 

The question, when carefully considered, resolves 
itself into one of £ s. 4 Can electricity, for work- 
ing telegraph instruments, be produced the more 
economically by batteries, or by magneto machines ? 
To answer this query, several points must be con- 
sidered. Setting aside the employment of magneto 
machines at small offices, we will confine our atten- 
tion to their use at large offices, where some 
hundreds of battery cells are employed. 

To work a number of. instruments properly, we 
must have the means of varying the electric power 
according to the requirements of each circuit, the 
shorter circuits requiring obviously less power than 
the longer ones ; climatic considerations may alter 
conditions, and we may require to add power to the 
circuits should their insulation fall low. 

In order to adjust the current for various circuits 
we must either have a particular machine for each 
circuit, or a machine for a set of circuits whose 
working capacity would be about the same, or, 


lastly, one large machine to work the whole number 
of circuits, with an arrangement of resistances to 
equalise the power, so that the short circuits may 
not draw off too much of the current from those of 
a longer length. 

Now, to employ a machine for each circuit would 
involve a heavy expense, as regards prime cost 
compared with the cost of batteries. Supposing an 
engine was employed to drive them all, this means 
expensive shafting and driving bands; and, 
again, this must be so arranged that the speed of 
any particular machine can be increased should the 
power for the circuit to which it is attached be 
required to be increased. If the machines be 
adapted to sets of circuits, a fault giving earth on 
one circuit would be sufficient to stop all the others. 
This objection would hold still more if one machine 
were employed to work all the circuits. The possi- 
bility of a break-down of a machine where one or 
only a few were used would be a very serious 
matter, as it would mean the stoppage of a large 
number of circuits. When a battery is employed 
for each instrument the chances of stoppages of 
several circuits are very small, and these can 
always be provided against by spare batteries, which 
can be applied to any particular circuit which may 
require them. 

With reference to the application of electric 
power to manufacturing purposes, such as electro- 
plating, the purification of sugar, the electric light, 
the transmission of power to a distance, &c., where 
a very strong and steady current is: required to 
work through a low resistance, there can be but 
little doubt but that magneto machines have an 
overwhelming advantage over batteries (as at pre- 
sent constructed), but this advantage may, at some 
future day, go the other way, as it seems likely 
that an enormous source of electric power may 
be found in the waste chemical products which 


are at present so difficult to get rid of. 


AN ELECTRICAL ARRANGEMENT, 
ENABLING THE RECEIVING STATION 
TO INTERRUPT THE SENDING STATION 
ON DOUBLE-CURRENT INSTRUMENTS. 


By C. Cur. SONNE, Great Northern Telegraph Co. 


THE diagram will show the arrangement. 

_ Between the transmitter T and the galvanoscope G 
is inserted a switch s with two plugs, A and 8. Both 
plugs being inserted, the current from the trans- 
mitter will be divided there, one part going into the 
line, another part through the bell c and resistance _ 
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coils R to earth. This branch circuit is so regulated 
that its resistance is considerably (five to ten times) 
higher than the resistance of the line and the instru- 
ments of the receiving station, but at the same time 
considerably lower than the resistance of the line 
when insulated at B (the receiving station). 

Thus a comparatively small part of the current 
will pass through c and R.without any effect on the 
bell, and without weakening the current arriving at 
the receiving station to any material extent. 

Now if B wishes to interrupt A in sending a batch 
of messages—for “ paper,” or any other reason—he 
will remove the plug a for a moment, thereby 
insulating the line and causing the greater part of 
the current to flow through the branch circuit 
at A, this circuit now offering less resistance to the 
current from 4's transmitter than the insulated line. 
The increased current will then make the bell c 
ring, and the clerk will at once stop his transmitter. 
The operator at B will, after a moment’s insulation, 
reinsert his plug, when he will see at once that A 
has ceased sending and is waiting for what he may 
have to communicate. 

On the receiving station there will be a very 
slight loss of current through the branch circuit, but 


Sending Station A 


this loss may be made away with if necessary by 
removing plug 4 while receiving. | 
In using this arrangement the following points 


must be observed :— 


The resistance R must be chosen as high as pos- 


sible, to prevent more loss of current than can be. 


helped ; on the other hand, it must not be so high 
that the part of the current that passes it when the 
line is insulated is unable td ring the bell. It will 
thus be seen that the larger the difference between 
the resistance of the conductor and the dielectric, 
the wider margin there is for the adjustment’ of R, so 
that small alterations in these resistances will not 
necessitate any alteration in R. 


With one of Wheatstone’s sensitive double-current 


bells nicely adjusted, and a battery of about 20 
on cells, R may be made as high as 25,000 
ohms. | 
As I.should be glad to hear of this arrangement 
being of use to anybody, the Editor of the Zed- 
graphic Journal has kindly consented to receive any 
communications about it, and forward them to me. 


PHELPSS ELECTRO-MOTOR PRINTING 
TELEGRAPH.* 


(Continued from page 91.) 


Tue electro-magnets R R, &c., eight in number, 
are arranged in a circle within a cylindrical case R,, 
The magnets are of the ordinary form, having cores 
o’5 inches diameter, and 1°25 inches in length, wound 
with insulated copper wire 0°042 inches diameter. 
Five soft iron armatures 7 7, &c., are arranged 
at equal distances around the gagne of a hub 7, 
of brass upon a vertical shaft Q, supported at its 
lower end in an adjustable step or bearing Q, and at 
its upper end in a top plate Q,. The motor battery 
is. connected by the screw s! to the insulated lever 
s, which is mounted upon a spring s, and pressed 
downward by the action of the screws acting upon 
a flat spring s,. The screw s! serves to regulate 
the speed of the machine in the manner about to 
be explained: w is a thick piece of metal mounted 
upon the main shaft Q of the motor, and serves as 
a counterbalance or fly-wheel. A section of this, 
W;, is mounted upon a spring w, and has an arm, 


Recewing Station B 


w,, attached to it. The rapid revolution of the 
shaft Q when the motor is in motion tends to throw 
the section w, (which acts as a weight) outwards 
by centrifugal force. When this takes place the 
arm #, is raised, then the pin w, (which passes 
through the upper part of the shaft Q, the latter 
being hollow) is forced upwards, and by means of 
the cup w, and insulated pin s, raises the lever s by 
bending the spring s,. v is a platinum-faced 
wheel or disc, which revolves slowly by means of a 
worm acting upon a toothed wheel fixed upon its 
axis, not shown in the figure. The wheel v revolves 
in a cup V, partially filled with oil. The platinum 
edge of the wheel v and the platinum stud s, on 
the lever s are in contact at all times, except when 
the speed of revolution exceeds the rate to which 
the machine is adjusted by the screw s. The con- 
stant motion of the wheel v keeps the contact sur- 
faces clean, and there is but little friction on account 


* From Prescott’s ‘ Electricity and the Electric Telegraph.” 
London : Spon & Co., Charing Cross, 
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ofthe oil. When the speed of the machine becomes 
too great, the weight w,, being thrown out by the 
centrifugal force as its supporting spring w bends, 
raises the inner end of the arm w,, which lifts the lever 
s by means of the rod w,, breaking the contact between 
s, and v, and, by thus diminishing the battery force, 
at once lessens the speed of the motor. The 
current from the motor battery, passing through 
the lever s, wheel v, and frame of the machine to 
the commutator next described, is directed through 
the several electro-magnets in succession, and 
finally finds its way back to the battery by a 
common battery wire connected to the insulated 
metallic ring Q,. The number of contact springs in 
the commutator is equal to the number of electro- 
magnets multiplied by the number of armatures, viz., 
forty. Each separate electro-magnet is charged 
each time it is approached by either of the five 
armatures during their revolution. This is effected 
by connecting each of the magnets R R, &c., with 
one of eight flat metallic segments, x (which are 
insulated from each other, and placed close together 
within the frame of the machine), by means 
of insulated rods, x, to which the magnet wires are 
fastened. Five of the forty commutator springs 
x x x, &c., are connected to each of the conducting 
segments x x by means of studs x, 
through the frame and insulated therefrom, each 
fifth spring being connected by means of its 
corresponding stud to the same conducting seg- 
ment. The frame or case R, of the motor has a 
circular opening in its top plate, within which open- 
ing the contact wheel y runs. This wheel y is 
mounted at the end of a link y, which is hinged to a 
projection from the main shaft Q, and is constantly 
pressed against the inner edge of the openin 

in the frame by a spring y, so that the frictiona 
contact is always sufficient to turn the contact 
wheel. The periphery of the latter is grooved 
as shown at y, and runs upon the edge of 
the opening, as upon a railway track. The contact 
wheel y also runs in contact with the ends of the 
commutator springs x x, which yield sufficiently to 
bring each successive one into contact with the 
wheel before the preceding one is out of contact. 
The portion of the periphery of the wheel y, which 
runs in contact with the springs, is of larger 
diameter than that which runs upon the frame, as 
will be seen by referring to the figure. The object 
of this arrangement is to cause the surface of the 
wheel y to slide or rub upon the springs x x as it 
revolves, and thus keep the surfaces clean without 

unnecessary wear. 
‘It will, of course, be understood that the wheel 


Y forms an electrical connection between the frame . 


and the successiye commutator springs as it 
revolves, and thus charges the electro-magnets in 
rotation, each magnet being charged five times 
during one revolution of the main shaft Q, by which 
means each armature is attracted and released at 
the proper moment. 

In order to avoid the spark which would other- 
wise be produced at each breaking of the contact 
between the stud s, and the platinum-faced contact 
wheel v, a permanent connection is made between 
the screw s, and the frame of the machine by means 
of a resistance coil z, which, when the contact 
between s, and v is interrupted, conveys a suff- 
cient quantity of current from the battery to the 


passing | 


motor to cause the latter to revolve, but at a rate of 
speed considerably less than the normal rate to 
which the machine is adjusted. The effect of break- 
ing and closing the contact between s, and v is . 
therefore merely to increase and diminish the total 
resistance of the circuit by an amount equal to the 
value of the resistance z, and the extra or induced 
current, having a path through the coil z, occa- 
sions but an inappreciable spark upon the contact 
wheel v. 

The revolution of the motor is communicated to 
the instrument by means of a pinion Q,, which 
gears into a wheel Q,, of about four times the 
number of teeth, and this in turn is geared directly 
to the hollow wheel E upon the shaft c of the 
transmitting machinery (figs. 2 and 3). 

The arrangement of the main and local circuits of | 
the Phelps instrument is shown in the diagram, fig. 
12. The switch is placed at the right of the key- 
board, and is represented in position for receiving. 
The current enters at I and passes through the 
relays 2 and 3, thence by Wires 4, 5, and 6 through 
the switch, and thence by wires 7, 8, and 9 to the 
earth. ‘Fhe relay 3 is a polarised relay of Siemens’s 
or other suitable construction, and closes its local 
circuit under the influence of the positive pulsations 
sent to line by the transmitting instrument. The 
auxiliary relay 2 has a non-polarised or neutral 
armature, and is very much less sensitive than the 
relay 3, so that it is not affected by the ordina 
pulsations passing over the line. The object of this 
relay is to enable the receiver to break or stop the 
sender during the transmission of a despatch, or to 
answer a Call signal, as will be hereafter explained. 
The relay 3 operates the printing magnet M by 
means of a local battery of six small cells. If the re- 
ceiver wishes to stop the sender, he turns his switch 
to the position marked “break,” which throws his 
own main battery into the line circuit, by way of 5, 
H, A, 10, 11, switch lever 15,4, H, and 8. The 
effect of this is to double the strength of the pulsa- 
tions passing through the relay 2, and cause it to 
actuate a small sounder placed in a branch circuit 
from the common local battery. This. effect takes 
place upon both the sending and receiving instru- 
ments, and the sending operator is thus notified of 
the interruption by the working of the sounder. 
The break 13 opens the local circuit of the printing 
magnet M, whenever the switch is turned to 
“break,” and thus prevents the printing mechanism 
from operating, and introducing superfluous charac- 
ters into the printed record. When sending, the 
switch is turned to the point marked “send,” the 
connections being precisely the same as when turned 
to “break,” except that the local circuit of the print- 
ing magnet now remains intact, and the printing 
mechanism may be stopped, if desired, by pushing 
in the stop 0, .in fig. 7. | 

The manipulation of this instrument is theoreti- 
cally very simple, although it will be obvious that a 
vast amount of practice is required on the part of 
an operator before he can expect to be able to finger 
the keyboard with the skill and rapidity which is 
necessary in order to develop the full capacity’ of 
the instrument, which exceeds even that of the 
combination. For example, an actual trial was 
made, an operator sending centinuously for five 
consecutive minutes, the matter being an ordinary 
newspaper despatch from Washington, selected 
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at random. The number of words transmitted 
during this length of time was 290, containing 1,634 
characters, inclusive of letters, points, and spaces, 
or 58 words per minute—a rate of speed which 
some of the more skilful operators can maintain 
By a careful analysis of the above 
despatch it was found that the alphabetical sequence 


for a long time. 


The operator, before commencing to transmit a 
despatch, sets his motor in motion by closing the 
circuit of the motor battery by means of a button 
switch at the left of the keyboard. He then turns 
his switch to “send,” and depresses a certain pre- 
determined series of keys, the pulsations from which 
operate the relay and printing magnets of each 
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of the letters was such that an average of two 
characters could be printed from during each revolu- 
tion. Therefore, by depressing two keys and per- 
mitting the instrument to revolve at the normal 
rate, its actual capacity was easily ascertained by 
counting the number of revolutions per minute. 
This was found to be 166—332 letters, or 59°3 


words per minute. 
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instrument with a distinctly audible sound, serving 
as an alarm, The receiving operator signifies his 
readiness to proceed by changing the position of his 
switch from ‘‘send” to “break” for a moment, 
which causes the sending operator’s pulsations to 
manifest themselves upon his own sounder. The 
sender then depresses his blank or dash key, trans- 
mitting the pulsations in groups of three, with an 
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interval between each group, so that the receiver 
may adjust the speed of his motor. When the 
latter has accomplished this he signals the sender 
by turning the switch to “break” for a moment. 
The sender then allows the instrument to make a few 
revolutions, so as to bring the automatic unison of 
the receiving instrument into action, and then pro- 
ceeds to transmit his communication, letter by 
letter, being careful to commence with the dash or 
blank key. In case the two instruments get out 
of correspondence, which seldom happens unless 
the line is in bad order, the receiver can stop the 
sender at any time by turning the switch to 
“break.” 


The local battery which drives the motor consists | 


of two large Bunsen cells, charged with Poggen- 
dorffs bichromate solution in contact with the 
carbons in the porous cell, and diluted sulphuric 
acid in the outer or zinc cell. The containing jars. 
are of glass, 9 inches in diameter and 6 inches high. 
The zinc cylinders are 8 inches outside diameter 
and o*5 inches thick, within which is placed 
a porous cell 7°5 inches diameter. The carbon 
element consists of two rectangular plates, placed 
parallel and about two inches apart, each plate 
being 5 by 6°5 inches. This battery will run the 
motor continuously for fifteen hours without requir- 
ing a renewal of the bichromate solution. 

It has not been found necessary to adapt an 
repeater to this system, as’ it has proved itself 
capable of working direct at full speed between 
New York and Chicago, a distance of 1,000 miles 
by the route of the line, 


ON THE FLOW OF MERCURY BY CAPIL- 
LARY TUBES, AND THE ELECTRIC 
PHENOMENA ACCOMPANYING IT. 


In a former communication to the Belgian Academy* 
M. Spring enumerated, as a principle, that every 
change in attractive energy is accompanied by a change 
in the electric state of bodies—a principle of vast 
application, if generally verified. In a further 
memoir he investigates the electrical phenomena 
accompanying the flow of mercury in capillary tubes, 
with the view of verifying one of the consequences 
of this principle. 

Considering the velocity of the flow, he studies 
the influence exercised on it by temperature, the 
capillary meniscus, electricity, and the surrounding 
atmosphere. The influence of temperature is very * 
sensible, with a height of fall of about 0°37™ M. 
Spring has found that the. weight of mercury flow- 
ing at the successive temperatures of 0°, 20°, 55°, 
85°, were represented by the numbers 212, 228, 248, 
261. 

The influence of capillary meniscus is also well 
marked : thus, with a height of fall of 0,29™ M. 
Spring found that the weight of mercury which 
flowed with the orifice immersed was about 342 


grammes, with free orifice 334. This influence is - 


more considerable the less the fall, till the limit is 
reached at which the flow by drops ceases with a 


Telegraphic Journal, Vol. VI, P- 341. 


height of fall o-45™- M. Spring thinks the forma- 
tion of the drops has no influence on the velocity of 
flow ; still, each of his experiments shows a diminu- 
tion in the flow from the free orifice. M. Spring 
finds further that the influence of temperature adds 
itself to that of height of fall. 

Coming now to the electrical phenomena, M. 
Spring demonstrates directly the production. of 
electricity through formation of drops of mercury in 
the flow of the liquid from capillary tubes, and he 
proves that this production is not in the least due to 
friction of the mercury in the tube. This quantit 
of free electricity produced is of course very small, 
and only rendered sensible by apparatus of extreme 
delicacy, the idea of which was borrowed from M. 
Zoéllner. M. Spring was not able to assure himself 
experimentally that the mercury drops are heated— 
the quantities of heat being so small. But he has 
shown that an electric current traversing the mer- 
cury column from the exterior to the interior pro- 
duces a very considerable increase and the inverse 
current a decrease in the quantity of mercury flowing 
out ; and he was careful to eliminate all the secondary 
actions whose intervention was to be suspected. 
This influence exercised by electricity on the flow of 
mercury drop by drop leads him to conclude that 


_ the formation of the drops must be the cause of a 


production of electricity. 

_ Lastly, he has observed that it is in dry atmo- 
mp not having any chemical action on the mercury 
that the velocity of flow is greatest, and that there 
is a sensible retardation if the atmosphere is moist, 
or ifit is of a nature to be capable of combining with 
mercury. According to him, the heating produced 
by neutralisation of the two electricities in the mer- 
cury drop, when these electricities have not to produce 
decomposition in the atmospheric medium, dimi- 
nishes the capillary constant, and thus produces an 
increase in the velocity of flow; while, if the 
electricity of the drops is employed to separate the 
constituent elements of the surrounding atmosphere, 
this heating no longer exists, and there results a 
diminution-in the velocity of flow. Perhaps to this 
production of electricity, he adds, may be attributed 
the modifications in the state of aggregation of 
bodies which may be connected with the phenomena 
called catalytic. The above analysis will be sufficient 
to show the importance of the phenomena discovered 
by M. Spring in relation to the study of molecular 
actions. 


ON THE TEMPERATURE OF THE ELEC- 
TRODES IN THE INDUCTION SPARK. 


WHEN discharges occur between electrodes, a very 
various behaviour of the latter is noticed, and 
heat actions especially are found to preponderate 
on one side or other, according as the discharge is in 
one direction or the opposite. Mr. Hermann Herwig 
(Pogg. Ann.) recently thought he might arrive at a 
more adequate explanation of the case of the induc- 
tion spark passing in free air if he determined 
exactly the influence of an independent heating of 
one electrode on the phenomena. Such heating, 
by supplying beforehand a certain portion of that heat 
which otherwise the discharge must effect,. seems 
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specially fitted to throw light on the nature of the 
relations in question. | 

In carrying out this plan, the ends of the secon- 
dary coil of a large Stôhrer induction apparatus 
were connected through a sensitive mirror galvano- 
meter, and then brought in a symmetrical manner to 
the two halves of a severed platinum wire, which were 
placed horizontally one over the other, and crossing 
at right angles, being separated by a small layer of 
air. The free ends of the platinum wires passed 
over insulated pulleys, and were stretched with 
weights, while’ the other ends were connected with 
the induction wires through a commutator, 
means of which the upper wire could be made the 
positive or negative electrode for the induction 
currents always going in the same direction. The 
upper platinum wire could then, by means of 
mercury cups, and without any disturbance, be 
inserted in the circuit of a special battery, by means 
of which it could be heated to the commencement 
of a weak red glow. The direction of the current 
used for heating was indifferent for the results of 
the experiment. 

With these arrangements, the effect on the galva- 
nometer of a single making and breaking current 
was each time observed ; first, when both the wires 
were cold; and next, when either the positive or 
the negative wire was heated. It is evident that the 
galvanometer-effect with such induction sparks is 
also dependent on other circumstances; as on the 
softness of the electrodes, which in later discharges 
is greater than in earlier. Hence, a definite expla- 
nation could only be expected from numerous 
suitably arranged experiments ; and the mode of 
proceeding was, that, in connected series, ten 
experiments were made with cold wires, then ten 
with glowing of the positive, ten with glowing of 
the negative, again ten with cold wires, ten with 
negative glowing, ten with positive glowing, and 
lastly ten with cold wires. With cold wires, the 
upper was alternately positive and negative. The 
average values obtained from several hundred 
experiments are contained in the following table :— 


DEFLECTION. 
Separation of the With cold | With positive | With negative 
wires. wires. heated. heated. 
4 mm. ........ 126°5 261 337 
55°5 « 122°5 201°5 
sin 40 55°5 175 
14 5 19 82 
4 4 I5 30 


“Without attaching too great value to the 
numbers,” says Mr. Herwig, “it may thus be 
affirmed with certainty that a vigorous heating of 
the one electrode lets greater quantities of electricity 
from the action of certain electro-motive force of 
induction pass over, and that this holds pre- 
eminently for the negative electrode. The first 
part of this result might have been expected, as both 
the tearing loose of metallic particles and the driv- 
ing of charged air particles out from an electrode 
already highly heated must take place more easily ; 
it also distinctly shows that both electrodes essen 


tially participate in the discharge. Of much greater 
importance, however, is the second part, according 
to which the negative electrode, under the same 
favouring influence, gives much more abundant 
quantities of electricity than the positive. Further, 
the above-mentioned variability attaching to gal- 
vanometer actions in such experiments mostly ceases 
when the negative electrode glows, and secondly it is 
only in the case of the glowing of the negative 
electrode, with short distances, that a slight gal- 
vanometer action is also sometimes obtained with 
the closing induction current. | 

“Thus, what earlier experiments made probable 
enough, is undoubtedly confirmed (it seems to me) 
by these experiments, in a more direct manner, 
that, namely, even in the induction spark, which 


_ passes in free air, the negative electricity is more easily 


put in motion. For the gas discharges of the Holtz 
machine, this has been likewise proved by MM. 
Wiedemann and Rühlmann.” 

With the assumption, now no longer arbitrary, 
that in the separation of charged metal or gas particles 
from the electrodes the negative charge is more eagil 
carried away, M. Herwig points out that the insufii- 
ciently explained one-sided action of such discharges 
becomes readily intelligible. In general, apart from 
various conditions modifying the phenomenon, 
experience teaches that the negative electrode 
shows the greatest production of heat, when a 
discharge occurs discontinuously with short im- 
pulses ; when, on the other hand, the discharge is 


. of a more regular, continuous character, the heat 


action preponderates at the positive electrode. 
Now the heat action is chiefly at the place where 
the electric motion is terminated, or where the 
electric -equalisations specially occur. With the 
discontinuous discharge the greater mobility of 
the negative electricity acts so that a stronger 
backward equalisation of the electricity takes place 
at this electrode, and, besides, the equalisation must 
also occur in the portion of air in the neighbour- 
hood of the negative electrode, because, according 
to Wiedemann and Rühlmann's observations, the 
more .difficultly discharged positive electricity is 


driven forth with greater velocity from its electrode. . 


With the more continuous discharge of the 
Voltaic arc, on the other hand, the interrupting 
layer may be regarded as pretty conducting, so that 
the greatest heat effect occurs in the place of the, 
greatest resistance, that is, in this case, at the positive 
electrode. | 


THE Direct United States Cable Company have 
given notice that, on and after May 1, the charge 
for the transmission of messages by the company’s 
cables between the United Kingdom and New. 
York, Canada, &c., will be three shillings per word. 
Rates to other places, and further particulars, will 
be issued in due course. | 


A sysTEM of regulating clocks by pneumatic action 


. has been tried with success in Vienna. The inventor 


| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 
| 


104 THE TELEGRAPHIC JOURNAL. 


[May 1, 1877. 


is the Austrian engineer and electrician, M. May- 
hofer. 


Tue Friday evening lecture on the 13th inst. at the 
Royal Institution was given by Mr. William 
Spottiswoode, LL.D., the subject being, “ Experi- 
ments with a great Induction Coil.” The value of the 
instrument in showing stratified discharges of 
electricity through vacuum tubes was shown ‘by 
numerous and beautiful experiments. 


WE have lately had the opportunity of inspecting — 


a system of Pneumatic Despatch Tubes which has 
been fitted up in the Inns of Court Hotel, Holborn, 
by Mr. Zimdars. The power for working the tubes 
is obtained by means of a small donkey engine, 
which can be worked either by hand orsteam. Two 
tubes communicate with the upper part of the 
building. An ingenious air-dividing apparatus 
engbles a certain pressure to be obtained in one tube 
and a vacuum in the other. By means of a reversing 
air-cock the pressure or vacuum can be directed into 
either tube at will The whole arrangement is 


admirably designed for the purpose for which it is © 


intended—viz., for the transmission of messages 
from ‘one part of the hotel to the other. We con- 


gratulate Mr. Zimdars for the successful way in 


which he has carried out the whole work. 


THE new Fire Alarm Telegraph for Baltimore, U.S., 
will have 175 miles of line and 250 alarm boxes. 
It is believed that it will be the most perfect system 
in existence. 


Pror. A. GRAHAM BELL has made some very 
interesting experiments with his telephone at 
New York. Conversation was carried on between 
that city and Boston to the wonder and delight of 
the visitors present. Prof. Bell has received from 
the judges of the late International Exhibition at 


. Philadelphia an award for his electric telephone and 


multiple telegraph. The report of this award, which 
was written by Sir William Thomson, and approved 
by his associate judges, says of Mr. Bell’s invention 
that the apparatus includes an ingenious and effec- 
tive instrument for automatically making and break- 
ing an electric contact every time one of his 
telegraphic musical notes commences and ceases to 
sound. Thus his multiple telegraph may be made 
self-recording (after the Morse or Bain method), or 
may be worked forward by relays through greater 
lengths of line than imperfectness of the insulation 
allows to be worked in one circuit. The report 
speaks of this invention as having many practical 
advantages over other methods of multiple tele- 
graphy, and is very complimentary throughout to 
Mr. Bell for his solution of a difficult problem. 
Now that we have had a practical demonstration of 


what Elisha Gray’s telephone is capable of, why 
does not Prof. Bell introduce his system to a metro- 
politan audience ?—TZhe Operator. 


Ar the meeting of the Socicty of Telegraph 
Enginéers, to be held on May 5, a paper will be read 
by M. Rische on “ Double-Current Translators.” 


WE noticed, a short time ago, the important inven- 
tion of MM. Jabloschkoff and Denayrouze for 
obtaining a steady electric light without use of a 
regulator, the arrangement being somewhat in 
the form of a candle, with the two carbons as wicks. 
The same physicists have announced a further in- 
vention, which, in some sort, completes the first. A 
plate of kaolin is placed between the two extremities 
of the exterior wire of an induction coil, and that 
portion of it between the points is coated with a 
conducting substance. The current illuminates the 
latter, and gradually volatilises it; but, after its 
disappearance,.the porcelain : paste, heated to a red- 
white, is found to be conductive itself, and to give a 
good light. A luminous centre can thus be had 
quite as intense as with carbon points, but having 
the immense advantage of being absolutely steady. 
Further, with the same current, a number of 
these luminous centres can be formed. The 
authors have distributed the force of one coil among 
fifty burners on this new system, and they can vary 
the luminous intensity from the maximum of electric 
lamps to the brightness of a single candle. The 
invention appears to be one of great promise. 


ACCORDING to Dr. Elliott Couls (in the American 
Naturalist) birds are killed by hundreds of thousands 
in the United States by perching on telegraph wires. 
We havé always understood that, in order for a bird 
to receive a shock of electricity from a telegraph 
wire, it is necessary that it should form part of a 
circuit, which it would have some difficulty in doing, 
unless, indeed, it placed one leg on the wire and the 
other on the ground, in which case it would no doubt 
be terribly “shocked.” Mr. Couls, however, it seems 
knows better, and does not seem to think that the 
injuries arise from the birds flying against the wires 
in the dusk or during foggy weather, which would 
be the natural conclusion. Hecounted, in one hour, 
a hundred birds killed. Their bodies lay under the 
wires. One bird, disabled, was seen fluttering along ~ 
the road, and a second died in convulsions. 


WITH a view to finding the cause of the peculiar 
zigzag form taken commonly by electric sparks, 
especially those of the Holtz machine, in air, Pro- 


fessor Tait, of Edinburgh, has recently had a number 


of photographs of such sparks prepared. These 
sparks were produced partly in ordinary air, partly 
in the free air one or two feet above the flame of a 
strong Bunsen burner, partly in a wide glass tube, 
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into which air was passed through a long iron tube, 
heated to a dark red glow. The general result of 
the examination is that the zigzag form depends on 
something which heat is capable of removing from 
the air. This is, therefore, not water vapour, nor 


is it very small drops of water, for even falling water . 


drops were inactive, except that they produced 
simply an interruption in.the photographed sparks. 
It is probably, the author thinks, organic substances, 
which, as Schiller and Pasteur have shown, would 
be kept away from the apparatus by a cotton 
stopper, as well as by direct combustion. 


THE firm of Schuckert, in Nürnberg, have lately, - 


we learn from ing. Pol. Four., been devoting attention 
to the improvement of dynamo-electric machines, 
for galvanoplastic purposes and the electric light. 
Their machines are like the Gramme, but the follow- 
ing points may be noted: The rotating iron ring, 
wound with copper wire, is a flat disc ; thus the 
wires of the two long sides of the cross section 
come under the action of the flap-shaped magnetic 
poles, and the induced currents of the two sides 
combine, having.the same direction. The whole 
wire length is thus utilised. Centrifugal force at 
high velocity does no injury. Again, the iron ring 
is not in one massive piece, but in several ring 
discs, separated from each other by ebonite, paste- 
board, or the like, the whole ring being held 
together by brass rivets. The object here is to 
hasten the disappearance of remanent magnetism, 
in rapid change of the poles, and to obtain the 
maximum of magnetisation. This construction 
allows of the fixing of the ring on metal without 
disturbing inductive action, since only a very small 
part of the wire is in contact with it, and the evil 
effects of a possible heating are obviated. 


M. Onimus has lately observed that the suppuration 
of wounds or ulcers may, by means of continuous 
electric currents, be increased or diminished, 
according to the direction of the current. The 
descending current, that is, when the positive pole 
is placed near the nerve centre and the negative at 
the periphery, zzcreases the suppuration, but, at the 
same time, the phenomena of nutrition are more 
considerable, and the fleshy pimples are formed with 
great rapidity. On the other hand, with the ascend- 
ing current, the suppuration disappears very quickly. 


A small crust forms .on the wound, which is 
difficult to remove, and under it there is a cicatrisa- 


tion. 


SOME measurements of the force of electro-diamag- 
netic induction currents have been recently made 
by MM. Tôpler and Ettinghausen (Pogg. Ann.). The 
apparatus consisted of two large hollow coils, in 


‘afraid, not yet. 
for our advice would be useless. 


which a mercury interrupter, of special form, 
admitted a regular series of currents. Within the 
coils were two other coils of fine wire connected by 
their contrary poles, arranged so that the induction 
currents entirely annulled each other. Into one of 
these a bismuth bar was introduced. For further 
particulars we must refer to the original. 


City Hotes. 


Old Broad Street, April 30, 1877. 


SATISFIED with his victory, Mr. Pender has been 
tolerably quiet during the past fortnight. .It may be 
granted that if the three-shilling-a-word rate, which 
comes into force from the 1st May, could be permanently 
maintained, if it were absolutely impossible for any 
competitors to enter into the field—if, in short, things 
could always be ordered just as the gentlemen who are 
now the controlling spitits of the Anglo-American and 
Direct Companies desire—there would be no occasion 
for forebodings of any sort. The shares of the two 
companies would rise to such a degree that the hearts 
of the shareholders would be gladdened, and the wire- 
pullers, having endured the burden and heat of the day, 
might drink each other’s health over the finest cham- 
pagne procurable. But there are many who insinuate 
that Mr. Pender and his friends will not be permitted 
to enjoy their fool’s Paradise for long. The public, it 
is said, might bear the two-shilling, but will kick at the 
three-shilling, rate; there willbe perpetual murmurs on 
the part of disappointed shareholders, especially from 
those who were most willing to pin their faith to Mr. 
Pender’s sleeve, and a combination which knows not; 
and will not know, the Globe Telegraph and Trust, will 
arise and make haste to take possession of the good 
things the gods once offered to the manager of the 
Direct Company. It was a bad day for the shareholders 
of the Direct when the “ working arrangement” was 
concluded; but the end of their troubles is, we are 
Nor can we advise them to sell out, 
No one in full 
possession of his senses is likely to buy shares in either 
the Anglo-American, the Direct, or the Globe (Heaven 
forbid !) for some time to come, . 
It is not surprising that Mr. Newton, speaking at the 
ordinary general meeting of the Eastern Extension 
Company, should have argued in favour of an amalga- 
mation between the Eastern and the Eastern Extension 
Companies. Mr. Newton has been heard of before as 
a champion of amalgamation, though we have never 
been able to ascertain why he constitutes himself an 
authority on telegraphy. We believe he is better 
known in connection with the new Civil Service Stores 
in Queen Victoria Street, Yet he is no doubt corréct 
in his averment that the amalgamation of the Eastern 
and Eastern Extension Companies would be “‘ another 
great step towards the completion of the Globe Com- 
pany’s scheme.” We happen, however, to think that the 
Globe Company’s scheme deserves denunciation rather 
than praise; and even in spite of Mr. Abbott’s support, 
we trust the shareholders of both the companies will, if 
they value their own interests, oppose Mr. Newton’s 


proposition by every means in their power. 


It is amusing to note that the chairman of the 
Eastern Extension Company—Mr. Pender himself— 
confessed, with evident reluctance, there were difficulties 


| 
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in the way of amalgamation. He had also found 
“many objectors” to amalgamation—a fact we can 
readily believe, But his final utterance should have 
the effect of putting the shareholders on their guard. 
“ He did not think it would be wise to urge this amal- 
gamation at present”—the italics are ours. If we 
know anything of Mr. Pender—and we fancy we do— 
this simply means that Messrs. Newton and Abbott 
have made the mistake of advocating amalgamation 
before the shareholders have been educated up to it. 
When they have been sufficiently indoctrinated by Mr. 
Pender, then the chairman of the Eastern Extension 
Company will lend his influence to assist ‘‘ the comple- 
tion of the Globe Company’s scheme.” We shall do 
our best to prevent the progress of indoctrination. 
The Eastern Extension Company is admittedly none 
too prosperous as matters stand ; we are confident that 
amalgamation, instead of increasing its dividends, would 
tend to diminish them. To Mr. Pender's platitudes 
about telegraph property we make no objection; all 
that he says concerning the importance of telegraphy 
we have said, and we have always had an abiding 
faith in the future development of telegraph under- 
takings. Nevertheless, they are more likely to succeed ; 
not when they follow, but when they set at defiance, the 
counsel of financiers and stock-jobbers who, for pur- 
poses of their own, would be glad to see the Globe 
Trust Company fasten its claws upon all the telegraph 
companies which are nof in “ queer ” street, 


The re-constructed West India and Panama Com-. 


any has, at least, the advantage of having friends who 
ose no opportunity of sounding its praises. Thus we 
were told a little time ago that difficulties deemed 
insurmountable had been overcome, ‘and the marked 
success which has attended the efforts of the very able 
board of directors of the company justifies the expecta- 
tion of future prosperity, seeing that the interests of the 
company are in the keeping of successful administra- 
tors.” We hope the career of the company may be all 


_ that the shareholders could wish, and we have a con- 


siderable amount of confidence in the gentlemen 
charged with the administration of its affairs. They 
are none of them novices in telegraphy. Nor is the 
interim account of the liquidators of the old company 
unsatisfactory. A net profit of £8,026 for the half-year 
ending December 31 is not bad. It will be admitted 


we are not put up to depreciate the shares of the com-. 
pany. But we have seen so many companies, with ~ 


prospects brighter than the West India and Panama, 
come to grief, that we may perhaps be pardoned for 
not being so sanguine as the enthusiast who seems to 
think the holders of stock in this enterprise ought to be 
in the seventh heaven of delight. The meeting on the 
2nd instant, like the report, is of course purely formal, 
and no importance therefore attaches to it. But we 
shall watch the career of the re-constructed company 
carefully, and none the less so because its legal rights are 
under the protection of Messrs. Bircham, who have 
given us a proof of their capacity to guard the interests 
of their clients. 

The report of the Submarine Cables Trust, presented 
at the annual meeting to-day, is short, and by no means 
bitter. Perhaps some may think that, in the present 
aspect of affairs, £163,000 is a sum which might be 
invested: more satisfactorily than in Anglo-American 
shares, particularly as only £146 is invested in Great 


Northern. But, in the main, we have little fault to find 


with the way in which the trustees have discharged 
their duties; the Pender influence has not in this case 
been overmastering. | 

We intend in future not to confine ourselves to 
telegraphs, and we commence to-day with a word or 
two about railways. Amalgamation may be undeniable 
in some cases, yet expedient in others. We have 


always held the opinion that union with the Great 
Northern Company would be the salvation of the 
Great Eastern. The Great Northern hardly requires to 
be saved; but we have the assurance of Mr. Jardine, 
himself a shareholder in both companies, that the 
fusion would promote the interests of the shareholders 
of both. 

_ Judging from the tenor of the meeting last Wednesday, 
we may also conclude that the Great Eastern board is 
honestly anxious to bring about amalgamation. Even 
Sir E. W. Watkin, though guarding himself by the 
observation that ‘‘ the prospective interests of the com- 
pany must not be thrown away,” hopes the negotiations 
may be brought to ‘a happy issue.” May we assume 
from this that Mr. Bass’s little idea of union with the 
Manchester, Sheffield, and Lincoln Company, as an 
alternative scheme, has been scattered to the winds ? 
Has Sir E. W. Watkin finally abandoned the hope of 
becoming chairman of the Great Eastern and Man- 
chester, Sheffield, and Lincoln United? It is possible 
we have omitted to give Mr. Bass credit for the virtues 
he possesses. Wecan understand that a fusion between 
the Great Eastern and Manchester, Sheffield, and 
Lincoln would not increase the charges incident to the 
transmission of beer; and if Mr. -Bass has determined 
to support the policy advocated by Mr. Kimber, his 
self-denial will not be forgotten. Sir E. W. Watkin 
may eventually sit in the seat he covets, The union 
of the Great Eastern and Great Northern will, it is 
affirmed, be distinctly to the advantage of the public. 
There is room for improvement, so far as the public is 
concerned, on the Great Eastern lines. But it may be 
reasonably wished that some benefit may also accrue to 
the shareholders. At least, it may then be possible to 


arrive at the real value of Great Eastern stock.’ Just 


now that is a puzzle which seems incapable of solution, 


Procecdings of Societies. 


THE SOCIETY OF TELEGRAPH ENGINEERS. 


A paper on “ Quadruplex Telegraphy,” by Mr. G. B. 
Prescott, electrician of the Western Union Telegraph 
Company, New York, was read before the Society at its 
meeting, held on April 11. 

It will be unnecessary for us to enter into the mechani- 
cal and electrical details of a system whose principles have 
already been described in the pages of this journal. 
Suffice it to say that it has remained almost unaltered, 


with the exception of the transmitting reversal arrange- 


ment and the receiving non-polarised relay, which have 
undergone such mechanical modifications as theory and 
practice united kave been suffered to dictate. 

The system, as described in journal No. yo, Jan. 1, 1876, 
is a combination of the closed circuit, multiple-transmission, 
and duplex systems. For lines of considerable length the 
bridge duplex is almost universally employed. In that 
portion of the connections teclinically known as the bridge- 
wire, two relays are, as a rule, situated, the one polarised, 
the other possessing a soft iron armature. Two transmit- 
ting keys are placed at each end of the line, and upon 
them devolve the duties of regulating the strength and 
polarity of the current flowing from the station. When 
both keys are open, a current of constant strength traverses 
the line. When the one is depressed, a current of three 
or four times the normal strength passes through the 
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apparatus at the distant station, the polarised relay remains 
unaffected by the change, but the current in the other, 
before too weak to attract its armature, now attains suf- 
ficient intensity to close the local circuit. The elevation or 
depression of this key simply determines the strength of 
the current flowing through the line, independent of its 
polarity, while the case is reversed with the second key, 
which, when closed and opened, reverses and restores to 
its normal cond.tion the polarity of the current without 
reference to its strength, It will hence be seen that the 
relays at the distant station respond only to the manipula- 
tion of their respective keys, and since the entire set is 
duplexed simultaneous transmission of two messages in 
opposite directions immediately becomes possible. 

An important feature in the extension of this system, 
and one which is said to have greatly enhanced its value 
to the company employing it, is the combination of duplex 
and quadruplex transmissions which can be effected. For 
example: 1'i , 550 milesin length, extends from Boston 
to Buffalo; translating at Albany 350 miles from the 
latter town, The line is worked as follows: Boston sends 
‘to Buffalo, Buffalo to Boston; Boston to Albany, and 
Albany to Boston; Buffalo to Albany, and Albany to 
Buffalo. Although this statement may, at first sight, 
appear inevery way a very complex one, yet a moment’s con- 
sideration of the advantages of quadruplex working, com- 
bining, as we have already stated, the qualities of the 
duplex and multiple systems, will, we think, render its 
truth and feasibility apparent. To begin with, Boston and 
Buffalo could, it is clear, send two messages in opposite 
directions to each other at the same time, and Albany, 
being the intermediate translating station, could also, if 
necessary, receive the four despatches, but, by some means 
not mentioned on the paper, only one such message in 
each direction, or two messages in all, are permitted to be 
translated on to the opposite terminal stations. Thus 
Boston can send to and receive from Buffalo one message 
at the same time. Supposing these to be received on the 
polarised relays, they alone can translate at Albany; the 
non-polarised relays do not possess this property, and the 
line is pratically broken up toalldespatches soreceived. Thus 
Albany can receive from both Buffalo and Boston, and by 
properly arranging the connections Albany can, at the 
same time, send to each. If these facts be borne in mind 
we find that on each section of the line two messages are 
sent in the opposite directions at the same time, and for 
these, as we have seen, a system of quadruplex telegraphy 
theoretically provides. Séveral circuits are arranged in 
this manner, and other combinations of the two above- 
mentioned systems can, when necessary, be effected. 

A communication was then read upon the duplex 
system in operation upon the Marseilles-Algiers cable. 

This cable is 445 miles in length. The system employed 
is the ordinary bridge duplex, and the receiving instrument 
is the mirror galvanometer. This galvanometer is provided 
-with two coils, not necessarily, though perhaps preferably, 
of equal magnetic effect. One is situated in the bridge- 
wire, and the other in a condenser circuit of 20 microfarads 
capacity, one terminal of which is connected with the 
bridge-wire, and the other to earth through the galvano- 
meter coil. The advantage claimed for this arrangement 
is a saving of condenser power, for that coil in the con- 
denser circuit nut being shunted by the arms of the bridge, 
as is that situated in the bridge-wire, less discharge is 
necessary to neutralise the effect of the discharge set up in 
the cable when sending, Eight cells are used to work the 
cable, and the reading, when working duplex, is, we are 
told, if anything, better than when working singly. 

The President then invited discussion upon the papers 
that had been read. | 

Mr. Kempe remarked that the question with which 
telegraph engineers had to deal was not whether it»were 
possible to establish quadruplex telegraphy, for that had 


long since been answered in the affirmative, but rather 
whether such a system would prove commercially success- 
ful, that is to say, would the speed at which such apparatus 
or sets of apparatus could be worked justify the necessary 
expense of extra battery-power, resistance-coils, &c., in 
place of erecting a second line, and employing the duplex 
system on both. Hz: showed that in the absence of any 
statistics of speed ia Mr. Prescott’s paper the arguments 
tended in favour of the latter course of proceeding. 

Mr. J. Muirhead, jun., mentioned that he had witnessed 
the working of the Marseilles-Algiers cable, and could 
corroborate the statements made in the communication. 
The cable, he remarked, was an easy one to duplex, the 
length and retardation not being very great, the latter owing 
to one or two slight faults in its insulation. After mén- 
tioning one or two additional arguments in favour of the 
facility for duplexing the cable, Mr. Muirhead expressed 
his inability to go further into the matter, pending the 
result of legal proceedings which had been taken against 
the French Government on his behalf for infringing his 
patent. 

Mr. Preece stated that it was a mistake to suppose that 
no attempts had been made in England and other countries 
besides America to establish duplex and quadruplex tele- 
graphy upon a firm footing. He, at an early date, among 
many others, plunged into the subject as soon as the 
question of its feasibility had been extended, and he 
invented an experimental system of duplex telegraphy at 


_ that time, which was eventually in action between 


Cowes and Southampton. It was then known as the 
leakage principle. A limit was, however, soon prescribed 
to the length of line over which duplex telegraphy could be 
successfully introduced, due partly to the defective insula- 
tion at that time, and partly to static induction; it was 
not until Mr. Muirhead, in England, and Mr. Stearns, in 
America, had introduced the condenser to compensate the 
discharge from the line that duplex working assumed the 
important feature which it now holds in the present day. 

In the Postal Telegraph Department of England a large 
number of circuits are worked on the duplex principle, 

Glowing accounts have reached us from time to time 
of the working of the different telegraph systems in 
America, and it was with a view to ascertaining the 
relative value of these systems as compared with the work- 
ing of those in England that the Government was sending 
officers to America. As one of those officers, he was on 
the eve of departure, and he entertained the hope of com- 
municating his observations of this system to the Society 
on his return. 

' Mr. R. von Fischer Treuenfeld expressed his opinion 
that the first successful attempt at duplex telegraphy was 
in May, 1854, between Hanover and Gottingen, in 
Germany, and that the general idea that duplex telegraphy 
only became practicable after the Stearns and Muirhead’s 
patents came into effect was an erroneous one. Dr. C, 
W. Siemens patented the system in England in November 
1854, and in that and the two succeeding years Messrs. 
Siemens and Halske fitted out no less than ninety stations 
in different parts of the world with sets of duplex appa- 
ratus, The urgency for its adoption, however, did not 
then exist, and the system, from its comparative cost and 
complication, fell out of use, 

Mr, Faulkner made several statements relating to the © 
introduction of duplex telegraphy, and mentioned that, in 
his opinion, the system was not banished from.the field of 
competition owing to its want of efficiency, but to the 
prejudice of the telegraph companies then in existence, 

Mr. Faulkner then explained and exhibited some new 


‘forms of sounders, based on the Altandae system, and of 


which he spoke in the highest terms, when, after votes of 
thanks had been passed, on the motion of the President, to 
the authors, the meeting was adjourned. 
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PHYSICAL SOCIETY—14TH APRIL, 1877. 
Prof, G. C. Foster, President, in the chair. 


Tue Secretary described a new form of calorimeter de- 
vised by Dr. Mills. It consists of two vertical glass tubes 
about ten centimetres in length and two centimetres in 
diameter, and contracted at their lower ends, which are 
graduated in millimetres and fixed in a frame. In 
each tube a loosely fitting disc of white or black glass (as 
occasion may require) can be raised or lowered from below 
by means of a glass rod, and the concave meniscus of 
the liquid is concealed from view by a wooden screen. The 
two liquids under examination are introduced into the tubes 
to the same level, and the discs adjusted until rendered 
invisible. | 

Mr. CHRISTIE gave an account of a new form of spectro- 
scope, in which ‘* half-prisms ” are used to magnify the dis- 
persion. He pointed out that the angle between two 
pencils.is magnified by the action of a half-prism, and in 
consequence of this, a half-prism will give great dispersion 
or great purity, according as the rays from the slit fall 
first on the perpendicular or oblique face; and it may be 
advantageously used in preference to the ordinary isosceles 
prism, and adapted to the special circumstances of an 
experiment. Incidentally Mr, Christie explained that the 
condition of minimum deviation was rendered unnecessary 
by the introduction of the collimator, which makes the rays 
parallel before falling.on the prisms, and with a half-prism 
there is the great advantage that different parts of the 
spectrum can be brought into the field by simply turning 
the prism about its centre. The case of a compound 
prism was then considered; and Mr. Christie mentioned 
that with a direct-vision half-prism a dispersion equivalent 
to that of ten ordinary prisms had been obtained without 
any loss of definition. Such prisms can be combined in 
trains, magnifying or diminishing according as great dis- 
persion or purity is required. From the nature of the case 
great dispersion must always be accompanied by loss of 
light. Most spectroscopes would give a much brighter 
spectrum if they had smaller prisms, but a high magnify- 
ing power could not then be applied. In the half-prism 


spectroscope, though the thickness of glass is far less, yet, 


as it should not exceed a total of five or six inches, there 
would be advantage in using composite prisms, exactly 
similar, and cemented side by side. Mr. Hilgar has 
actually made a double prism on this plan, which seems to 
answer perfectly. In illustration of these principles Mr. 
Christie exhibited three spectroscopes recently made by 
Mr. Hilgar, in which a wide separation of the sodium lines 
was cbtained by means of two half-prisms (direct-vision), 
and explained some details of construction. He also 
showed that by reversing such a train of half-prisms very 
great purity is obtained, so that the sodium lines are seen 
in the light of an ordinary unsalted candle without the use 
of collimating lenses; and he mentioned that he had, in 
the same way, seen the Fraunhofer lines in the sun and 
moon. 

Dr. Huccixs called special attention to the convenience 
and portability of this form of spectroscope, as well as the 
great advantage of only employing two or three inches ‘of 
glass; and he expressed himself as very favourably im- 
pressed with the few small instruments he had had an 
opportunity of examining. 


It is with pleasure we learn from America that the 
sale of Mr. Prescott’s admirable work, “ Electricity and 
the Electric Telegraph,” is so rapid that a second edition 
will at once be put to press, 


Gorrespondence, 


We extract the following from the April 2nd number of 
the New York JOURNAL OF THE TELEGRAPH :— 
THE USE OF MAGNETO-ELECTRIC CURRENTS 
FOR TELEGRAPHIC PURPOSES. 


Jersey City, N. J., March 13. 


To the Editor of the Fournal of the Telegraph. 
In the Yournal of the Telegraph for February 15th is 
copied from the Telegraphic Fournal of London a short 
résumé of expetiments made with magneto-electric machines 
and currents for telegraphic purposes in England and 
America. As the machines used in this country for that 
purpose were made according to my patent, dated September 
21, 1875, I have read with great interest the brief article 
referred to in regard to the results obtained. 

My magneto-electric machines have been successfully 
employed for electro-plating and electric lights, and with 
the material at hand I am sure a machine can be con- 
structed adapted to telegraphic purposes in every respect. 
The difficulties mentioned in the article referred to are not, 
in my opinion, of such a character that they cannot be 
overcome, and the whole matter, it seems to me, is a want 
of theoretical and practical knowledge and skill, and the 
problem one that will soon be solved, when telegraph com 
panies earnestly desire to use handsome and portable 
machines instead of large and cumbersome batteries for 
generating electric currents. | 

The editor of the Telegraphic Fournal says: “ Experi- . 
ments have been made in England with Wyld’s and 
Gramme’s machines, but not with such success as to 
justify their practical adoption, The objection was princi- 
pally one ef expense. The currents produced were, how- 
ever, the reverse to those obtained in America; the quantity 
was very great and the tension low.” : 

The editor of the Telegraphic Fournal seems to overlook 
the fact, known and understood by every electrician, that 
the more or less quantitative, or more or less intense current 
produced by a magneto-electric machine is due to the mode 
of constructing the machine, and not to the principles 
involved. 

The editor of the Telegraphic Fournal further says: 
“The immense advantage of a battery consists in the 
power it gives the engineer to suit his currents to his cir- 
cuits. No magneto-electric machine can do this.” I wish 
to ask the editor why a magneto-electric machine cannot 
be built to suit the circuits ? Or does he mean that the 
machine current is so uniform and constant that it cannot 
be varied ? È 

The current produced by my magneto-electric machines 
is due to the rise and fall of magnetism induced in a range 
of armature cores that are revolved contiguous to stationary 
magnets, and the current produced is proportionate to the 
amount of magnetism induced in the armature cores ; -and 
the number of revolutions of the revolving armature. The 
one as well as the other of these factors can be varied. 
The magnets can be made adjustable, and the current 
regulated at the will of the operator, as I have shown in my 
patent, dated September 29, 1874. I contemplate at 
some future time taking up this subject, and giving some 
details about constructing machines for telegraphic pur- 
poses, 

Inclosed I send you a copy of, my patent” dated Novem- 
ber 14, 1876, relating to improvements on the above- 
mentioned patent, whereby I obtained in the machines that 
were used for illumination of the Western Union building, 
July 3, 1876, about 100 per cent. more current than had 
before been obtained. I also inclose a drawing illustrating 
different forms of my,magneto-electric machine, 

Otto HEIKEL. 

[In reply to these queries we beg to refer Mr. Heikel to 
our leading article.—Ed. Tet. Jour.] 
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Dhe London and General Water-Purifying Company, 
PATENT CISTERN FILTERS CHARGES WITH ANIMAL CHARCOAL, 


Requiring, when once fixed, no attention whatever, 


_ And Supzrior to all others. Vide Professor Frankland’s Reports to the Registrar-General, 
à July, 1866; November, 1867 ; and May, 1870; the Lancet, January 12, 1807 and Testimonials 
f from Dr. Hassall, September 23, 1863 ; Dr, Letheby, February 15, 1865, and December, 1872. 


Price £1 10s. and upwards. Portable Filters on this System £1 5s. to £3. 

Patronised and used by her Majesty the Queen, at Osborne; by H.R.H. the Prince of Wales, 

at Sandringham ; By H.R.H. the Duke of Cambridge, the e/i£e of the Medical Profession, and 

at the London, St. George’s, Fever, and Gerinan Hospitals, and various Lunatic Asylums, 
Institutions, Breweries, &c. 


Pocket Filters 4s, 8d. & 6s. each. Household & Fancy Filters from 12s. 6d. © 


WATER-TESTING APPARATUS, FOR DETECTING THE IMPURITIES IN WATER, tos. 6d. and 215. each. ‘‘ Danchell's 
Testing Apparatus for Discovering the Presence of Impurities in Water, is a most convenient and portable one.”—-Vide Dyke on the 
ae Preliminary Duties of Health Officers. | 5e. 
This is a very handy case for the Study Table or the Carpet + * It contains the Chief Chemical Tests for Qualitative Water 
agalysis, and will be found of use by medical and other men who may have occasion to ascertain in a ready manner whether any of the 
more actual impurities are present or not in the water.”—Vide the Medical Record, January 29, 1873. 


157, STRAND, W.C. (four doors from Somerset House), LONDON. 


Read —‘ Water: its Impurities and Purifications,” price, per post, 2d. 


X Y 7 RAILWAY GUIDE 4 4 À 7 7 
In and out of every Town in Great 
_ Britain and the principal Continental 


Cities, without a Second Reference. | 
BENNETT & CO. 61, FLEET STREET, E.C.' 


THE TELEGRAPHIC JOURNAL AND ELECTRICAL ‘REVIEW, 


Handsomely bound in cloth, gilt, Vols. I , IL., IIL., and IV., now ready. Price ros. 6d. each. Nearly all the back numbers may be had 
through any Bookseller, or of the Publishers. Subscribers’ numbers bound in black cloth, gilt, 2s, 6d. Binding Cases, 2s. 


HAUGHTON & Co:, 10, PATERNOSTER ROW, E.C. 


PATENIS 
MAGNETIC AND ELECTRIC TELEGRAPH WORKS 
1, JAMES STREET, OLD STREET, CITY ROAD. 
Magneto-Electric Bell-Pull, dis- 
pensing with the use of Battery. 
Z.’8 Magneto and Electric Alpha- 
| betical Dial Instrument. 
RES Z.’s Patent Morse Instrument to 
= Fas > work without Battery. 
| BENNETT'S BATTERY, with latest improve- 
ments, specially recommended on account of its 
simplicity, cheapness, and durability. 
All kinds of Electric Bells, Buttons, Indicating 
Tablets, with the latest Improvements. 
The above Instruments of the best make, 20 per 
per cent, less than any ather House. 


MANAGER, CONSULTING ELECTRICIAN, 
E. D. BRIDGER. G. ZANNI. 


City Offices: 18, Bull and Mouth Street, St. Martin’s-le- 
Grand, E.C. 
Liberal Discount to the Trade. 


< 


F cap. 8vo, cloth, 1s. 6d. ; 
ELECTRO-TELEGRAPHY. By FREDERICK S. BEECHEY, TeLeGRaPH ENGINEER. 


A Book for Beginners. 


Royal 32mo, roan, 6s. 


A POCKET-BOOK OF USEFUL FORMULA AND MEMORANDA FOR CIVIL 


a and Mechanical Engineers. By Guildford L. Molesworth, M. Inst. C.E., Consulting Engineer to the Government of India for 
e 


Railways. Eighteenth edition, revised, with considerable additions, by the author; together with a valuable contribution on 
Telegraphs, by R. S. Brough. 


London: E. & F. N. SPON, 48, Charing Cross, New York: 446, Broome Street, 
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ELECTRIC BELLS 


On an Improved System. 


BELL BATTERY WIRE AND COMMUNICATOR. 


Complete Apparatus sent carriage free to any railway station in England 
for £1 2s. 


Youth’s Magic Lantern and 12 Slides, 7s. 6d. 
Youth’s Microscope and 12 Objects, 9s. 6d. 
Youth’s Case of Drawing Instruments, 9s. 6d. 
Youth’s Telescope, long range, 5s. 6d. 
Youth’s Binocular Glass, 9s. 6d. 

All carriage free as above for One Shilling extra. 


PRICE LISTS FREE, STATE ARTICLES REQUIRED. 


VE tT, 


8, BRIDGE WESTMINSTER, LONDON. 
FACING HOUSES OF PARLIAMENT. 


THE ORGAN OF THE BRITISH TELEGRAPH STAFF, 


MONTHLY, 2d.; POST FREE FOR SIX MONTHS, rs. 3d. 


Telegraphic Tales, Poetry, Anecdotes, Correspondence, Letters from Abroad, Notes, English and Foreign Articles, 
and other matter interesting to Telegraph Clerks. 

Orders addressed to the Editor, Central ‘Telegraph Station, London, promptly atténded to. 

N.B.—A Course of Perfect Instruction in the various instruments in use, with diagrams, is now being published. 


IMPORTANT NOTICE!! | | 
A 
For MARCH 8th, contained a Portrait engraved on steel, by C. H. JEENS, of 


HERMANN HELMHOLTZ, 


THE EMINENT GERMAN PHYSICIST, 
With a Notice of his Life and Work by Prof, CLERK MAXWELL, F.R.S. 


DOUBLE NUMBER, Price EIGHTPENCE, By Post EIGHTPENCE HALFPENNY, 


OF FICE—29, BEDFORD STREET, STRAND, W.C. 


ELECTRIC. BELLS. 


HOTELS, CLUBS, and PRIVATE HOUSES in TOWN and COUNTRY FITTED with 
_ ELECTRIC BELLS, SPEAKING TUBES, THIEP DETECTORS, &c. 


The Trade and Amateurs supplied with Stores. Price Lists on Application. Batteries 
and other Electrical Goods. 


EDWARD J. PATERSON, 
8, BEDFORD COURT, COVENT GARDEN, W.C. 
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Arrit rs.—Quadruplex, Telegraphy. On a New of Duplex (with illustrations} Phelps’s Electro-motor Priatin 


BATTERIES, ELECTRIC BELLS, 
INSULATED WIRES, ‘LIGHTNING CONDUCTORS, & 
TRADE. CATALOGUES FREE. 


May 1, 18793, THE TELEGRAPHIC YOURNAL... vii 


mes 


THE TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW. 


Jax. = Photograph of Sir W. Thomson, with Biographical Sketch. State of the Telegraph System in European Countries: Conversazione 
of Telegraph Engineers. Notes. Physical Society. City Notes on Anglo-American and Dixect US, Cable Co, West India 
and Panama Co, Inventions wanted, ‘Transmission of Obser-ations in Times of Thunderstonmms, &c. 


Jan. 15,~Telegraphic Progress im 1876. The Arlesey Railway Accident. On the Electric Conductivity of Waser, Notes. City Neves on 
Anglo-American, West India and Panama, Western and Brazilian Cos. Society} of Telegraph Engineers, Simultaseocs 
Ignitioa of Mines, &e. 


Fes. 1.— Prof, Abel's Address. Smet and Bain. ‘Thomson and Jenkins Auto Curb-Sender (Iluatrated). Notes, City Notes on Globe 
Telegraph and Trist Co., Direct Cable Co,, and Anglo-American Telegraph Co. Physical Society. : Society of Telegraph 
Engineers. Electrical Since : in Foreign Journals. Patents, &e. 


Frs. 15.—Telegraph Reform in Germany. The Telephone, :On the Propagation of Electricity in Cylindrical Conductors. Comparison 

of the Batteries used in Telegraphy: Notes.’ City Notes on The Giobe Trust Co. Threatened Action for Libel.” Reply 

à thereto and Apologies. Physical Society: Society of Telegraph Engineers. Reviews. Electriad Science 1 y Foreign 
Journals, &c. 


Mancu t,—Amalgamation #. Independence (four tables). Report: of the Royal Commission on Railway Accidents. Fuller's Mercury- 
Bichromate Battery (with figure), Notes; City Notes on Anglo-American Co., Direct United States Co., Hooper Telegraph 
Works. Western and Brazilian.Co.. Royal Society. Society et Telegraph Engineers. Physical Society. 


Mancu 15.—Firé Telegraphs, Wrays Thernio-Electric Pile, On the Passage of Strong Ind=-tion Currents through Liquids: - Notes 
City Notes, “Proceedings of Societies. Royal Society. The Society of Telegraph Engineers. Physical Society. Electrica! 
Science ! in Foreign Journals. Answess to Correspondents. 


Telegraphs. Phelps’s Electro-motor Printing Telegraph (with illustrations). Motst Pile of M. Trouvé {with 
illustrations). Notes. City Notes. Physical Society, The of Telegraph. Enginéets, The “Argentine Republic. 
Patents. 


elegraphy (with illustrations), Notes. Traffic Receipts. City 


 Éngineers, Patents. 


CROWN TELEGRAPH WORKS CO: 


F. R. FRANCIS, TE, | -§° MONTEFIORE, MSTE, 
Superintendent and Engineer. | (tae | 7 Managing Director. 


. OFFICES: 86 & 52, HATTON GARDEN, E.C. 
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BARRAUD 


PATENT METHOD FOR SYNCHRONISING CLOCKS. 


This method is pur forward as a simpie and effectual means of Synchronising any number of Clocké at Railway Termini, Lines of 
Stations, Institutions, Offices, &c., to a standard of time. Im the means hitherto adopted to secure this end,*difficulties of various kinds 
have ariaem, which have made all previous attempts more OF less abortive. Such difficulties will ixevitabiy arise in any attempt to 
+ control” clocks by an electric current, either by influencing the pendulum or otherwise interfering with the works, whilst they mostly 
<liow but fittle margin for any great variation in cha sisés of the different clocks in confection. In the present system all atterapts to 
ei control” the clocks have beer set aside as impracticable, and an entirely new system adopted, whereby the clock is automatically set to 
time” every hour, or at such intervals of time as may be arranged. 

some of the-advantages claimed for it : 


The mechanism required is of the simplest kind, and of very few parts. The following are | 
2: That any number of clocks, few or many, of any varying sizes, can synchronised to any agreed SE time-keeper. ©. That the 
mechanism is, when not in its momentary use, entirely detached from the works of the clock. 3. That it can be a plied to existing clocks 


by simply being screwed in its place, and a narrow.slit cut in the dial, 4. That any failure in the transmission of the time-current lenves 
the clock going in the ordinary way, to be ‘‘set to time” by the next completed current. 5 That the clocks are kept to time, whether 


having otherwise RITHER A GAINING OR LOSING RATE, even if such rate amounts to Many minutes a day. 


There are three modes of obtaining a standard of time for such a purpose : From a local accredited a Sn from the General 
Post Office: or, from Messrs. BARRAUD & LUND, who ate prepared, in concert with the General Post-Office, to. place office and 


other clocks on a mean-time basis. 
BARRAUD & LUND, 4&4, CORNHBHILL, E.C. 


GUTTA-PERCHA, AND TELEGRAPH 


Offices and Warehouses: 106 & 100, GANNON ST. LONDON, 'E.C. 
Works: Silvertown, Essex; Persan Beaumont, France. 


TELEGRAPH ENGINEERS AND MANUFACTURERS OF 
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CABLES.—Submarine, Subterranean, and Aerial. 
WYBE.—Indie-Rubber and Gutta-Percha covered in all gauges. 
INSTRU MENTS.—" Morse” Inkers, Single Needle, Wheatstone's Alphabetical, Semaphore ‘‘ Block ” Instruments, 
| | : © Bells, Resistance Coils, Sir W, Thomson's and other Galyanometers, Condensers, Testing 
| Instruments, &e, 
|: BATTERIES.-SOLE MANUFACTURERS FOR GREAT BRITAIN, IRELAND, AND THE 
|  COLONIES OF THE CELEBRATED LECLANCHE BATTERY, which has 
received the most favourable réports from the Postal Telegraph Authorities and other eminent 
Telegraph Engineers. and. is now.in general use by the Post Office and English and Continental 
... + Raïlyways:x As a Batter for all Telegraphic purposes it is undoubtedly pte-eminent. All other kinds 
Batteries also manufactured, Ebonite Cells, Carbon Plates, &c. | | 
INSULATORS.—Ebonite, Porcelain, Brownware, &c. | | 
LA Manuracrurens OF THE most IMPROYED Apparatus for RAILWAY BLOCK-SIGNALLING, | 
SEMAPHORE ‘REPEATERS, LIGHE”- INDICATORS, AND WALKER'S ‘PASSENGER Ake 
TELEGRAPH | STORES AND APPARATUS OF EVERY DESCRIPTION. 
APEARAT US. cited) ore 
INDIA.RUBBER, GUTTA-PERCHA, & TELEGRAPH WORKS COMPANY. (Limited) are Patentées 
and Manufacturers of a Complete Systems of Torpedoes for Harbour and Coast Defence, and of the 
SLL VERTO WN PATENT : FIRING BAT TERY,’ 
A; Constant Battery for Mining and Blasting Purposes... 
"CONTRACTS ENTERED INTO, Cr the SUEPLY, (CONSTRUCTION, and MAINTENANCE of TELEGRAPH LINES 


‘PRinTaD yor THE PROPRIETOR BY FH: BLACKLOCK x SrrasT, COSWELL MAY x, 189957 
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